INDEX OF SHEETS GENERAL NOTES
1 COVER SHEET G.N~100 G.N.-442B — PATCHING SCHEDULES
2 INDEX OF SHEETS, HIGHWAYS STANDARDS, GENERAL NOTES ENGLISH UNITS OF MEASUREMENT SHALL GOVERN OVER AND SUPERSEDE ANY METRIC UNITS SHOWN IN THIS THE PATCHING SCHEDULES INCLUDED IN THE PLANS REPRESENT THE BEST
3 SUMMARY OF QUANTITIES CONTRACT. WHERE INCLUDED, METRIC UNITS ARE FOR INFORMATION ONLY. INFORMATION AVAILABLE AT THE TIME OF COMPLETION OF THE PLANS FOR LETTING. VARIATIONS IN LOCATION
AND SIZES OF BOTH FULL-DEPTH AND PARTIAL-DEPTH PATCHES MAY OCCUR.
411 TYPICAL SECTIONS GNA107.31
12-156  SCHEDULE OF QUANTITIES UTILITY LINES WERE PLOTTED FROM INFORMATION FURNISHED BY THE VARIOUS UTILITY COMPANIES
16-20 ALIGNMENT TIES AND BENCHMARKS INVOLVED (QUALITY LEVEL C &/OR QUALITY LEVEL D) AND THE ACCURACY SHOULD BE CONSIDERED
APPROXIMATE ONLY.
21-33  PLAN SHEETS
34-42 DETAILS UTLILITY COMPANIES MAY BE ADJUSTING THEIR FACILITIES DURING CONSTRUCTION. THE CONTRACTOR SHALL
COOPERATE WITH THESE ORGANIZATIONS WHILE THESE ADJUSTMENTS ARE BEING PERFORMED. J.U.LLE.~
43-47  ROADWAY CROSS SECTIONS JOINT UTILITY LOCATION INFORMATION FOR EXCAVATORS SYSTEM (800)892-0123 OR 811. G.N.-542
BEFORE ORDERING PIPE CULVERTS, THE CONTRACTOR SHALL CONSULT THE ENGINEER FOR THE EXACT
G.N.-250C SPL ' LENGTHS.
TEMPORARY EROSION CONTROL SEEDING IS INCLUDED IN THIS CONTRACT TO SEED NEW EARTH SHOULDERS
HIGHWAY STANDARDS DURING TIME PERIODS WHEN PERMANENT SEEDING IS NOT ALLOWED. SOME OR ALL OF THIS SEEDING WILL BE G.N.-542D
e DELETED IF IT IS POSSIBLE TO PLACE PERMANENT SEEDING ON EARTH SHOULDERS AT THE TIME OF THEIR THIS WORK SHALL CONSIST OF REPLACING THE EXISTING ENTRANCE CULVERTS AT LOCATIONS SHOWN ON
STANDARD SYMBOLS, ABBREVIATIONS, AND PATTERNS COMPLETION. THE PLANS AND AS DIRECTED BY THE ENGINEER. PRIOR TO REPLACING THE CULVERT THE DITCH SHALL BE
001006 DECIMAL OF ANINCHAND OF A FOOT CLEANED FOR 25 FEET EACH WAY FROM THE ENDS OF THE CULVERT AS DIRECTED BY THE ENGINEER.
280001-05 TEMPORARY EROSION CONTROL SYSTEMS G406 )
40620101 MAILBOX TURNOUTS N THIS WORK WILL BE PAID FOR AT THE CONTRACT UNIT PRICE PER FOOT FOR PIPE CULVERTS OF THE TYPE AND
44220103 CLASS CAND D PATCHES THE QUANTITIES INCLUDED IN THE PLANS FOR HOT-MIX ASPHALT RESURFAGING ARE INTENDED TO GIVE THE SIZE SPECIFIED AND SHALL INCLUDE ALL MATERIALS AND LABOR NECESSARY TO COMPLETE THE WORK AS
ONFOR FIP COVERAGE SHOWN ON THE TYPICAL CROSS SECTIONS. IT IS NOT INTENDED TO INCREASE THE THICKNESS OF HEREIN SPECIFIED AND NO ADDITIONAL COMPENSATION WILL BE ALLOWED.
542401-01 METAL END SECTION FOR PIPE CULVERTS THE HOT-MIX ASPHALT MIXTURE IN ORDER TO USE ALL OF THE QUANTITIES INCLUDED IN THE CONTRACT.
630001-08 STEEL PLATE BEAM GUARDRAIL .
630101-08 GUARDRAIL MOUNTED ON EXISTING CULVERTS G.N,-667
630301-05-  SHOULDER WIDENING FOR TYPE 1(SPECIAL) GUARDRAIL TERMINALS G.N406H THE RESIDENT ENGINEER SHALL CONTACT THE PROGRAM DEVELOPMENT CHIEF OF SURVEYS PRIOR TO THE
- 63500603 REFLECTOR AND TERMINAL MARKER PLACEMENT MIXTURE REQUIREMENTS PRE-CONSTRUCTION CONFERENCE FOR INSTRUCTION AS TO SETTING OF TEMPORARY OR PERMANENT TIES
635011-02 REFLECTOR MARKER AND MOUNTING DETAILS : FOR CENTERLINE ALIGNMENT CONTROL SURVEY MARKERS (PC'S, PT'S, AND PI'S). PROJECT IMPLEMENTATION
667101-01 PERMANENT SURVEY MARKERS THE FOLLOWING MIXTURE REQUIREMENTS ARE APPLICABLE FOR THIS PROJECT: PERSONNEL WILL BE RESPONSIBLE FOR SETTING THESE MARKERS,
- 701006-03 OFF-ROAD OPERATIONS, 21, 2W, 4.5 M (15) TO 600 MM (24%) FROM PAVEMENT EDGE GNT03A
T e g;‘ff;&%gg;&'t:ﬁ wPH Locationts): US 150 us 150 SHORT TERM PAVEMENT MARKING SHALL BE APPLIED TO THE PAVEMENT AFTER ANY OF THE FOLLOWING:
701301203 LANE GLOSURE. 25 2. SHORT TIME OPERATH ons- SURFACE, LEVEL BINDER COLD MILLING AND/OR PLACING BITUMINOUS MATERIALS (PRIME COAT), LEVELING BINDER (MAGHINE METHOD),
T01305.09 LANE GLOSURE. 21, 2V, SLOW MOVING OPERATIONS DAY ONLY. FOR SPEEDS >= 45 MPH Mixture Use(s): HMA SHOULDER, INCIDENTAL, CLASS D PATCH BINDER AND SURFACE COURSES. SHORT TERM PAVEMENT MARKING PLACED ON THE SURFACE, SHALL
&L, 2, ' = PARKING LANES COINCIDE WITH THE FINAL PAVEMENT STRIPING. SHORT TERM PAVEMENT MARKING PLACED PRIOR TO THE
701311-03 LANE GLOSURE, 2L, 2W, MOVING OPERATIONS - DAY ONLY SURFACE SHALL COINCIDE WITH THE EXISTING PAVEMENT MARKINGS, USE 4 FEET PER 40 FEET (OR 10% PER
;gm:ﬁ’ :;B:::x:ﬁ?r;%%ﬁ/l 2cLé§W' UNDIVIDED AC/PG: PG 64-22 PG 64-22 STATION).
780001-02 TYPICAL APPLICATIONS OF PAVEMENT MARKINGS RAP %2 (Mox) 15% 25%
Deslgn Alr Volds: 47 @ N=50 4% @ N=50 G.N.-1004.01
Mixture Compositions COARSE AGGREGATE GRADATION CA-10 MAY BE USED WHENEVER COARSE AGGREGATE CA-6 1S SPECIFIED IN
L 9.5 1L 19.0 THE STANDARD SPECIFICATIONS.
(Gradation Mixture) NO COMMITMENTS
Friction Aggregate: MIX C N/A
G.N.-406.05b
ALL LEVELING BINDER OR BINDER SHALL BE GIVEN A FOG COAT OF PRIME BEFORE THE SURFACE COURSE IS
PLACED WHEN DIRECTED BY THE ENGINEER,
" THE FOG COAT WILL BE PAID FOR AT THE CONTRACT UNIT PRICE PER GALLON FOR BITUMINOUS MATERIAL
(PRIME COAT) AND NO ADDITIONAL COMPENSATION WILL BE ALLOWED,
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